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AquaMax Eco Premium 
2500, 3500, 4500, 5500 
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Questions, problems, missing parts? 
Before returning the unit to your dealer, call us at 330-274-8317, Monday-Friday, 8:30 am to 5:00 
pm, or email us at customerservice@atlantic-oase.com. 
 

Safety information 
Electrical connection 
• Special regulations apply to electrical installation in outdoor areas. Only allow a qualified elec-

trician to perform the electrical installation. 
– The qualified electrician has the required professional training, knowledge and skills to per-

form electrical installations in outdoor areas. The qualified electrician can detect potential 
risks and adheres to regional and national standards, regulations and directives. 

– For your own safety, please consult a qualified electrician. 

• Only connect the unit if the electrical data of the unit and the power supply match. 

• Extension cables and power distributors (e.g. outlet strips) must be suitable for outdoor use 
(splash-proof). 

• Protect open plugs and sockets from moisture. 
 

Safe operation 
• This unit can be used by children aged 8 and above and by persons with reduced physical, sen-

sory or mental capabilities or lack of experience and knowledge if they are supervised or have 
been instructed on how to use the unit in a safe way and they understand the hazards in-
volved. Do not allow children to play with the unit. Only allow children to carry out cleaning 
and user maintenance under supervision. 

• Do not use the unit, if electrical lines or the housing are damaged. 

• Dispose of the unit if its power connection cable is damaged. The power connection cable can-
not be replaced. 

• The impeller unit in the pump contains a magnet with a strong magnetic field that may affect 
the operation of pacemakers or implantable cardioverter defibrillators (ICDs). Always keep a 
distance of at least 8 in (0.2 m) between the implant and the magnet. 

• Never pull on electric cables. In particular, never carry units on their cables. 

• Route lines so that they are protected from damage and nobody can trip over them. 

• Never make technical modifications to the unit. 

• Only carry out work on the unit that is described in this manual. 

• Only use original spare parts and accessories. 

• Should problems occur, please contact the authorized customer service or OASE. 
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 WARNING 
Serious injury or death due to dangerous electrical voltage is possible with an electrical device in 
water operated with a voltage U > 12 V AC or U > 30 V DC. 

 Disconnect all electrical devices in the water from the power supply before reaching into the 
water. 

 Disconnect the device from the power supply before starting work on the unit. 
 

 

 WARNING 
In the event of improper connection of the unit grounding, there is a risk of electric shock. 

The unit must be grounded in order for the electrical current to be dissipated via the grounding 
and to reduce the risk of electric shock in the event of a malfunction or failure. 

Instructions for grounding: 
 The unit is equipped with a mains cable with grounding conductor and a plug with grounding 

pin. The plug must be plugged into a suitable socket, which is installed and grounded accord-
ing to local regulations and ordinances and is protected by a FI protection switch (GFCI). 

 Do not modify the plug. Have a suitable socket installed by an electrician if the plug does not 
fit into the socket. 

 Contact an electrician if you have any doubts as to whether the appliance is properly 
grounded. 
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Product description 
Overview 

 

 
AMX0182 

 
 

 

1 Inlet 1 (suction side) 
• Filter housing 

2 Inlet 2 (suction side) 
• Connection of a satellite filter or skimmer. 
• The flow rate on inlet 2 and with it the flow ratio of inlet 1 and 2 is adjustable. To do so, undo the 

locking mechanism and push the connection to one of the following positions: 
− Position 0: Inlet 2 is closed, water flow only via inlet 1. 
− Position 1/2/3: Inlet 2 is opened by approx. 25/50/75 %; this means water flow via inlet 1 and 2 

based on the set flow ratio. 
− Position 4: Inlet 1 is closed, water flow only via inlet 2. 

3 Outlet (pressure side) 
• Connection of the return flow to the pond (e.g. via a water course). 

4 Power cable 

5 Control system connection (optional) 
• The control system can be used to regulate the pump capacity. 
• Without the control system, the activated pump will always run at full capacity. 

6 Hose sleeve for outlet (recommendation). 

7 Stepped hose adapter for inlet 2 and outlet (alternative). 

8 Cover cap for closing inlet 2 when it is not in use. 

9 Hose clips for fastening hoses on the hose sleeves. 

10 Rubber feet 
• Only for dry installation. 

11 Pipe adapter for inlet 2 (alternative) 
• For connecting pipes with a diameter of 2 in (50 mm) or 1½ in (40 mm) 
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AMX0194 

 

• An OASE Control network (variant C) must be terminated with terminal resistance R. This is in-
cluded with the Garden Cloud Controller. In this case you need the accessory OASE Control 
adapter (item number 88443). 

• If only one AquaMax Eco Premium pump is connected to the Garden Cloud Controller (variant 
b), the terminal resistance and the OASE Control adapter are not required.  

 Keep the terminal resistance in a safe place for potential later expansion of the OASE Con-
trol system. 
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NOTE 
The unit will be destroyed if water penetrates the plug connector. 

 Connect the plug connector or place the protective cap on it. 

 Ensure that the rubber seal is clean and fits exactly.  

 If the rubber seal is damaged, it must be replaced. When the plug connector is disconnected, 
the rubber seal must be replaced if it is older than 2 years. 

 Always secure the plug connector or the protective cap with the two screws. 
 

 


