
Model #s: 70780

Thank you for choosing smartpond®

BEFORE RETURNING TO LOWE’S 
Contact Customer Care:

1-888-755-4497

Merci d’avoir choisi smartpond®
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Pressurized UV Pond Filter
Model #70780

Questions, problems, missing parts? 

		  1-888-755-4497

		  customercare@smart-pond.com

		  Monday - Friday, 8am - 6pm ET

Visit smart-pond.com/maintenance for a step by 
step guide and videos.

Product Tips
To keep your pond healthy and your pump running smoothly, 
smartpond® is here for you.

• Power your Pressurized UV Pond Filter with an energy efficient 
smartpond® Pond Pump.

• Give your pond a boost of beneficial bacteria to promote 
biological filtration with the Beneficial Bacteria Tablets.

• To keep pond water clean and clear, use Barley Liquid Clarifier 
to naturally maintain your pond. 

Beneficial Bacteria Tablets
54406 (WTNQRB)

36120

Barley Pond Clarifier
54408 (WTNBL18)

36118

To learn more about how to complete your pond project, visit 
www.smart-pond.com/easy-1-2-3/.
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WARNING
•   WARNING – Improper connection of the appliance-grounding conductor can 

result in a risk of electric shock. Check with a qualified electrician or service 
representative if you are in doubt whether the appliance is properly grounded. 
Do not modify the plug provided with the appliance; if it will not fit the outlet, 
have a proper outlet installed by a qualified technician.

•  Do not operate any appliance if it has a damaged cord or plug, or if it is 
malfunctioning or if it is damaged in any manner.

•  Always unplug the appliance from the outlet before putting on or taking off 
parts, before cleaning or when not in use.

•  Connect only to a circuit that is protected by a ground-fault circuit-interrupter 
(GFCI).

•  Risk of Electric Shock - Do not use the UV filter if the quartz tubing around the 
lamp is broken. Immediately unplug and seek an authorized repair service or 
discard the unit.

•  GROUNDING INSTRUCTIONS – This appliance must be grounded. In the 
event of a malfunction or breakdown, grounding will reduce the risk of 
electric shock by providing a path of least resistance for electric current. This 
appliance is equipped with a cord having an appliance-grounding conductor 
and a grounding plug. The plug must be plugged into an appropriate outlet 
that is installed and grounded in accordance with all local codes and 
ordinances.

CAUTION
•  UV light may cause irritation to the skin and/or eyes. Avoid exposure.
• DANGER – ULTRAVIOLET RADIATION – Diconnect Power Before Replacing 

Lamp.

WARNINGS AND CAUTIONS

IMPORTANT SAFETY INFORMATION
Please read these instructions carefully prior to starting up the unit!
The water system on which the operation of this product is based requires 
utmost care and maintenance, possibly also the use of chemicals, in order to 
prevent and keep the occurrence of micro-organisms and harmful bacteria, 
especially legionellae that are responsible for legionnaire’s disease, under 
control. Non-observance of this information about correct maintenance and care 
can entail the spreading of harmful bacteria. Due to the fact that for decorative 
purposes, water nozzles distribute water in the air, water droplets containing 
harmful bacteria can enter your lungs and cause life-threatening diseases. 

It is the responsibility of the owner of the water system and its attendant units to 
ensure their maintenance and care in compliance with the laws, directives and 
instructions laid down for this purpose. In order to avert harmful contamination, 
we urgently recommend the user to ensure cleaning and care of the water 
system and the water feature including the nozzle, and to take all necessary 
measures to maintain the technical units, such as pumps, tubing, connectors, 
under-water lighting, and nozzles to keep them in functional order in line with 
safety aspects. However, the maintenance and care obligation is not limited to 
the technical products supplied, but encompasses the entire system. 

We also recommend the owner to keep records of the dates when maintenance 
and care was carried out, and to document all water tests made in conjunction 
with the water feature. The owner is solely responsible for guaranteeing the 
safety of the water feature. Use or maintenance of the units sold and the system 
are beyond GeoGlobal Partner’s influence. GeoGlobal Partners can only be held 
liable for manufacturing faults of smartpond® units.
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IMPORTANT NOTES
• This product is designed to prohibit its operation unless it is fully assembled 

with the lamp base screwed completely into the housing.
• UV rays are harmful to your eyes and skin. The indicator portal will remove the 

harmful effects of the UV light but still allow you to see the bulb operating.
• Do not attempt to operate this product unless the lamp is completely 

assembled within the light housing.
• This product conforms to the Code of Federal Regulations (CFR) requirements 

including, Title 21, Chapter 1, Subchapter J, Radiological Health.

Specifications

Lamp Voltage 120V

Lamp Current 0.2A

Lamp Power 7 W

Rated Frequency 60 Hz

UV Irradiance 23μW/cm2

Bulb Life 8,000 hours

UV Wave Length UV( C) · 254 nm

PACKAGE CONTENTS

Part Description Qty

A Pressurized UV Pond Filter 1

B Black Stepped Tubing Adapter and Seal 2

C Flow Indicator 1

D Nut 3

E Clamp 1

• Prolonged or repeated exposure to UV light may have adverse physical effects 
including, severe damage to your skin and eyes. Seek immediate medical 
attention for overexposure to UV radiation.

• Keep the cord away from high temperatures or other heat sources.
• Do not lift it by its power cord.
• This light assembly has not been investigated for use in swimming pools or hot 

tubs.
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PREPARATION

Before beginning assembly or operation of product, make sure 
all parts are present. Compare parts with package contents list 
and diagram. If any part is missing or damaged, do not attempt 
to assemble, install or operate the product. Contact Customer 
Care for replacement parts.

• Estimated Assembly Time: 20 minutes

• Tools required for assembly: hacksaw, philipshead screwdriver.

OPERATION INSTRUCTIONS

Install the filter in a location that is at least 6.6-ft from the pond’s edge 
and is protected from flooding. The filter can be particially burried up to 
approximately 2-in below the lid clamps. If you do not wish to burry the 
filter is should be place on firm and level ground.

NOTE: The filter should not be exposed to direct sunlight (max. 104 °F).

NOTE: To power a water feature from the outlet of the filter, the water 
feature can be no 
more than 6.6-ft 
above the lid.

NOTE: You 
will need to be 
able to access 
the filter lid to 
complete routinue 
maintenance, so 
ensure it is easily 
accessible. At least 

6.6-ft
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1For maximum water flow, it is 
recommended that the largest tubing 
size recommended for your pump is 
used.

Step 1. If using 1-in ID tubing, trim 
the tubing adapter using a hacksaw at 
the location indicated. Connect tubing 
to the inlet of the filter using a tubing 
adapter and o-ring. Connect tubing to 
the outlet of the filter using a tubing 
adapter and the flow indicator as 
shown. Utilize the clamp for a secure fit.

Step 2. Connect the plug into a properly 
grounded electrical outlet once the 
pump has been turned on and water is 
running through the filter.

Step 3. An indicator light will illuminate 
to indicate that the UV light is 
functioning correctly.

NOTE: Allow a few weeks for beneficial 
bacteria to become fully established 
within the filter.

NOTE: Biological filtration is optimal at 
water temperatures of 50 °F or higher.

NOTE: In the event the filter overheats, 
the UV light will automatically turn off, and will switch on when the filter 
temperature has cooled. 

2

MAINTENANCE

Occasional cleaning of the filter 
pads will be necessary to ensure 
the proper functioning of the filter. 

Every four weeks or when water 
exiting the filter is still murky, a 
cleaning is required. 

Step 1. Disconnect pump and 
filter from the power source. 
Remove tubing from the filter by 
disconnecting the nut from the inlet 
and outlet. 

Step 2. Attach the tubing 
connected to the pump to the 
outlet, and connect a third line of tubing to the inlet using the tubing 
adapter and o-ring.

1

GFCI 
outlet

3
Indicator 
light

2
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Step 3. Reconnect the pump to the 
power source. Clean the filter by pulling 
and pushing on the handle performing 
slow compressions until water exiting 
the filter is clear. Disconnect the pump 
from the power source and reassemble 
the filter following the operational 
instructions.

To open the filter to clean or replace the 
filter pads, disconnect the pump and 
filter from the power souce, and remove 
the tubing from the filter.

Step 1. Unlatch the clamps to lift the lid.

Step 2. Place the lid upside down 
on a soft, clean surface with the filter 
foam face up as shown. Use a wrench 
to remove the nut holding the filter 
bracket in pace. You may need to use 
combination pliers to hold the rod in 
pace to remove the nut.

Step 3. Remove the filter foams. Clean 
the filter foams with warm water and 
gently compress until clean. Return filter 
foams as shown.

Step 4. Secure the filter pads in place 
and tighten the nut to the rod. You may 
need to use combination pliers to hold 
the rod in pace to remove the nut. Make 
sure the ring on top of the filters is able 
to slide around the mesh tube when 
compressed.

Step 5. Check the o-ring for the filter lid 
to ensure there is no damage or cracking. 
Replace if needed. Rest on the rim of the 
container there should be no twist as the 
o-ring sits level. Return the lid to the filter 
and lock the latches.

1

2

43

3

0.3-in
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