UV-C Clarifiers

EPA Est. No. 98547-TWN-1

EzClear UV Clarifie

Features and Benefits:

- Highly efficient
* High quality quartz sleeves allow over
95% transmission rate.
- Ez maintenance
* PHILIPS T5 UV lamp.
* Transparent cover visible blue UV light.
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* With UV-resistant housing & hose barbs.
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BLE-L18WI25W/40W BLE-LTSW UV Lamp & Quartz Sleeve
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BLE-L1BW/25Wi40W BLE-LTSW/145W UV Lamp & Quartz Slesve

Specification —__ Model [ EUV2-16W = EUV2-25W ‘ EUV2-40W  EUV2-75W ‘ EUV2-145W Specification . Model EUV-16W EUV-25W EUV-40W EUV-75W
Voltage 110-120V / 60Hz , 220-240V / 50Hz 100-240V, 50 / 60Hz Voltage 110-120V / 60Hz , 220-240V / 50Hz 100-240V, 50 / 60Hz
Half union (in) 2 4 section hose barb (in) 3/4" 1", 1-1/4" | 1-1/2" barb
Recommended hose diameter (in) 2 Recommended hose diameter (in) AL 1" 1-114" 1-14" | 1-1/2" 1-1/4" | 1-1/2"
Recommended flowrateupto  (GPH)/(LPH) | 1,600/ 6,060 2,000/ 7,600 3,500/ 13,300 5,000/ 18,900 9,400 / 35,500 Recommended flowrate upto  (GPH) / (LPH) 1,600/ 6,060 2,000/ 7,600 3,500/ 13,300 5,000 / 18,900
Suitable for pond volume up to (gal) /(L) | 3,000/ 11,360 4,000/ 15,200 6,000/22700 @ 10,000/37,850 | 18,800/71,160 Suitable for pond volume up to (gal) / (L) 3,000/ 11,360 4,000 /15,200 6,000 /22,700 10,000/ 37,850
Suitable for koi pond volume upto  (gal)/ (L) | 1,600/ 6,060 2,500/ 9,500 3,500/13,300 | 5,000/ 18,900 9,400 / 35,500 Suitable for koi pond volume up to  (gal) / (L) 1,600/ 6,060 2,500/ 9,500 3,500/ 13,300 5,000 /18,900
Dimensions: LWxH Gy (eem) 8x2x16 8x2x26 8x2x38 8x2x38 8x2x65 Dimensions: LxWxH (in) / (mm) | 8x2x16 / 194x51x393 | 8x2x26 / 194x51x656 | 8x2x38 / 194x51x953 | 8x2x38 / 194x51x953
' Pady | Bahen | Itk | e | Bioixish: Package dimensions: LxWxH (in) / (mm) | 16x8x7 / 395x210x165 27x6x7 / 690x150x165| 30x6x7 / 980x150x165 | 39x6x7 / 980x150x165
: =R . 16x8x7 27x6x7 39x6x7 39x6x7 68x6x7 Ship weight (Ibs) / (kg) A i 56/25 6.7/3.1 71135
E otk cRvonokn it () /(mm) | 395x210x165 | 690x150x165 | 980x150x165 | 980x150x165 | 1715x150x165 S
Ship weight (Ibs) / (ka) 42719 S5 825 65/30 75/34 112/51 UV Lamp TUV16W 4P SE TUV25W 4P SE TUV36T5 HE 4P SE | TUV36T5 HO 4P SE
Spare parts Quartz Sleeve QSE-L16W QSE-L25W QSE-L40/75W
UV Lamp TUV16W 4P SE TUV25W 4P SE | TUV36TS HE 4P SE TUV36T5 HO 4P SE | TUVE4TS HO 4P SE Ballast BLE-L16W BLE-L25W BLE-L40W | BLE-L75W
Quartz Sleeve QSE-L16W QSE-L25W QSE-L40/75W QSE-L145W + The abowe specifications are subject to change without prior notice.
Ballast BLE-L16W BLE-L25W BLE-L40W BLE-L75W BLE-L145W
+ The abowve specifications are subject to change without prior notice.
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To convert 2" half union

to 1-1/2" barb.

EUV-16W fits
with Biosteps-11

360° multi
direction adjustment

4 section hose barb
3/4", 1",1-1/4",1-1/2"

- - Available in straight and
Clamp 2" Half union 90° angular functions for EUV

Fix the main housing

Optional fitting bag
for EUV2-16W~EUV2-145W

MATALA WATER TECHNOLOGY CO., LTD.




